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OBSIDIAN X ï High Power, Rugged & 

Waterproof LED Floodlight  

General Order Code Fixing 
Centres 

(mm) 

Min.  
Lumen output 

(lm) 

Power  
Consumption 

Typ. (W) 

Operating 
temp range 

(oC) 

CCT Typ. 
(K) 

CRI Ra 

OBS-XX-CW-700-P-0* N/A 2000 30 -30 to +60 6500 70 

Input Voltage 120Vac to 277Vac  

Input Connection options: 1) LED flood mounted together with electronic control unit with 20m 
of cable for connection to generator (see sht. 2 option 1), or, 

 
2) LED flood with 20m of cable terminating with Bulgin 900 series 
plug with separate electronic control unit with socket and dust cover, 
short 2 m cable for connection to generator (see sht. 2 option 2). 

Cable Supplied as standard with Ἑlflex 440 CP low temperature flexible 
braided wear resistant cable, (http://www.lappgroup.com/index.php?
id=601566) 

Mounting facility Pole mounted with joint adaptor (not supplied) 

Material Flood light: Green Anodised Aluminium housing with polycarbonate 
lens & silicone seal (4 mm toughened glass additional option).  
 
ECU enclosure: Green epoxy coated Aluminium. 

Weight Flood light:1.5 kg. Enclosure:1.3 kg (excludes cable weight). 

CHARACTERISTICS 

¶ 12 high power LEDôs with a choice of  
secondary optics.  

¶ Sealed to IP67 ð upgraded silicone seals for 
low temperature operation. 

¶ No through life Maintenance required (factory 
sealed). 

¶ 50 000 hours life (continuous operation)  
¶ óInstant onô even in cold temperatures (<5oC). 
¶ Fully encapsulated to resist shock, drop and 

vibration. 
¶ No mercury content. 
¶ Fully adjustable orientation of beam. 
¶ Options include remote electronic control unit 

with plug and socket. 
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Option 01 

Option 2 

20m cable with plug 

Power cable 
(not supplied) 

ECU 

ECU 

2m cable 

Cable Glands 

Cable Gland 

LED Flood  

ECU (shown with plug option)  
 

260 mm x 95mm deep 

160mm 

130 mm 

50 mm 
Max. 

Bulgin Buccaneer 900 series plug and socket 
http://www.bulgin.co.uk/Products/Buccaneer/Buccaneer900.html 

Addition to Order code Option 

OBS-XX*-CW-P Option with combined ECU 

OBS-XX*-CW-P-01 
Option O1 with combined ECU and 

20m wire braided cable. 

OBS-XX*-CW-P-02 Option 02 remote ECU 

OBS-XX*-CW-P-0*-TG 4mm Toughened Glass 

OBSIDIAN X ï High Power, Rugged & 

Waterproof LED Floodlight  

Label 

¶ Drgs. not to scale 
 
¶ Contact factory for 

cable variations. 
 
¶ Cable not  terminated 

for generator 
connection. 

 
¶ Not supplied with 

mounting pole. 
 
¶ May be supplied with 

locking hand knobs for 
vertical adjustmentð
contact factory 

 
¶ Supplied with a limited 

warranty of 3 years.  
 
¶ Designed and 

manufactured in the UK 
 
 

* XXðLens viewing angle 06 =6 degrees,  15 = 15 
deg, 25 =25 deg, 40 = 40 deg 

DSH-048 

Issue 2 

Page 2 of 2 


